HDPE  RESIN (HIGH DENSITY POLYETHYLENE)
Property:

It is ideal for pressure pipe making. Under normal condition. The pipe made from this resin. Could be use for 50 years under （8.0MPa，20℃）
              YGH041（PE100）Without add carbon black 
	

	Code No 
	YGH051T（PE80） 
	YGH041T（PE100） 
	YGH041 

	Density 

g/cm3
	0.956 
	0.959
	0.949 

	Melt Flow Rate(g/10min) (190℃，5kg) 
	0.50 
	0.40 
	0.40 

	Hydrostatic Strength 

80℃、165h 
	Not broken、Not Leakage 

4.6 Mpa 
	Not broken、Not Leakage 

5.5 MPa 
	Not broken、Not Leakage 

5.5 MPa 

	anti-slow Crack Growth
80℃、165h 
	Not broken、Not Leakage 

4.0 Mpa 
	Not broken、Not Leakage 

4.6 MPa 
	Not broken、Not Leakage 

5.5 MPa 

	Tensile Strength 

MPa ≥ 
	19 
	18 
	19 

	Tensile Strength rate% 
	8 
	—— 
	—— 

	Elongation At Break% ≥ 
	580 
	580 
	580 

	Environmental stress-cracking h(F50) 

> 

 
	10000 
	10000 
	—— 

	Thermal stability（OIT）200℃ 

min ≥ 
	25 
	25 
	—— 

	Manufacture method 
	Extrusion for pipe
	Extrusion for pipe
	Extrusion for pipe

	Usage 
	Black pressure pipe，PE80pipe，PE80 gas pipe，drainage pipe，sea water pipe，large diameter pipe，Thin wall thickness corrugated
	Black pressure pipe，PE100pipe，PE100 gas pipe，drainage pipe，sea water pipe，large diameter pipe，Thin wall thickness corrugated
	Pressure pipe，Irrigation pipe、drainage pipe，ea water pipe，large diameter pipe，Thin wall thickness corrugated


